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1. INSTALL ALL SITE AMENITIES PER MANUFACTURER'S SPECIFICATIONS / INSTRUCTIONS.

SITE AMENITY NOTES

SYMBOL DESCRIPTION DETAIL QTY.

ADA CONCRETE PICNIC TABLE
MODEL: QLBT102PTADA
MANUFACTURER: QCP
COLOR: ADOBE TAUPE

2

TRASH RECEPTACLE
MODEL: QR-CAL2436W-A19
MANUFACTURER: QCP
COLOR: ADOBE TAUPE

2

6' SOLID MOUNT PARK BENCH WITH BACK
MODEL: MPPR4406SM
MANUFACTURER: ARIZONA CORRECTIONAL INDUSTRIES
COLOR: POWDERCOAT, SIGNAL BROWN RAL 8002

5

6' EXPANDED METAL BENCH  WITH DIVIDERS
MANUFACTURER: ARIZONA CORRECTIONAL INDUSTRIES
COLOR: POWDERCOAT, SIGNAL BROWN RAL 8002
SURFACE MOUNT

1

LEASH POST
MODEL: PBARK-480
MANUFACTURER: BARK PARK
COLOR: GREEN

2

PET WASTE STATION WITHOUT RECEPTACLE
MODEL: PBARK-488
MANUFACTURER: BARK PARK
COLOR: GREEN

2

2 TIER DRINKING FOUNTAIN WITH PET FOUNTAIN
MODEL: 440 SMSS
MANUFACTURER: MDF
COLOR: GREEN

7/L-04 1

DOG DRINKING FOUNTAIN
MODEL: 300 SMSS
MANUFACTURER: MDF
COLOR: GREEN

7/L-04 2

SITE AMENITIES SCHEDULE

HARDSCAPE KEYNOTES
SYMBOL DESCRIPTION DETAIL QTY.

CONCRETE HEADER 3/L-04 637 LF

DOG PARK DECORATIVE FENCE, TYP. 4/L-04 791 LF

DOG PARK ENTRY GATE, TYP. 5/L-04 4

DOG PARK MAINTENANCE GATE, TYP. 6/L-04 2

10' X 15' SHADE STRUCTURE - CLASSIC RECREATION SYSTEMS
INC. MARANA, COLOR TBD 2

1

2

3

4

5

SYMBOL DESCRIPTION DETAIL QTY.

EXISTING CONCRETE

CONCRETE
COLOR: STANDARD GRAY
FINISH: MEDIUM BROOM

2/L-04 1,857 SF

PEA GRAVEL
DEPTH: 4"
SUPPLIER: ARIZONA TRUCKING & MATERIALS

1/L-04 1,348 SF

DECORATIVE GRAVEL
DEPTH: 2"
COLOR: DESERT GOLD
SIZE: 1/2" SCREENED
SUPPLIER: KALAMAZOO MATERIALS INC.

1/L-04 3,988 SF

SURFACING SCHEDULEGENERAL LANDSCAPE NOTES
1. THE CONTRACTOR SHALL FOLLOW THE IMPROVEMENT PLAN AS CLOSELY AS POSSIBLE. ANY

DISCREPANCY IN THE PLAN VERSUS THE FIELD CONDITIONS SHALL BE REPORTED TO THE CITY
OF TUCSON PROJECT MANAGER IMMEDIATELY.

2. WRITTEN DIMENSIONS SHALL TAKE PRECEDENCE OVER SCALED DIMENSIONS.
3. THE CONTRACTOR SHALL CALL ARIZONA 811 AT LEAST TWO WORKING DAYS PRIOR TO START

OF WORK TO HAVE EXISTING UTILITIES MARKED. EXTREME CARE SHALL BE USED WHILE
WORKING WITHIN THE PROJECT AREA AS TO NOT DISTURB ANY EXISTING UTILITIES OR
STRUCTURES ON OR ADJACENT TO THE PROJECT AREA THE CONTRACTOR SHALL BE
RESPONSIBLE FOR REPLACING AND OR REPAIRING ANY EXISTING STRUCTURES OR UTILITIES
DAMAGED DURING CONSTRUCTION AT NO ADDITIONAL COST TO THE CITY OF TUCSON. SEE
GENERAL UTILITY NOTES.

4. THESE IMPROVEMENT PLANS ARE DESIGNED TO MEET THE REQUIREMENTS AND INTENTIONS
OF THE FOLLOWING PLANS AND ORDINANCES: CITY OF TUCSON STANDARD SPECIFICATIONS
AND DETAILS FOR PUBLIC IMPROVEMENTS, 2003.

5. LOCATION OF ALL ELEMENTS ON THIS PLAN SHALL BE APPROVED BY THE CITY OF TUCSON
PROJECT MANAGER PRIOR TO INSTALLATION.

6. NOTIFY THE CITY OF TUCSON PROJECT MANAGER 72 HOURS IN ADVANCE OF ANY INSPECTIONS
AND / OR APPROVALS OF LANDSCAPE MATERIAL AND  IRRIGATION  PRODUCTS PRIOR TO
INSTALLATION.

7. ALL DISTURBED, GRUBBED, GRADED OR BLADED AREAS NOT OTHERWISE IMPROVED SHALL BE
LANDSCAPED, RESEEDED, OR TREATED WITH AN INORGANIC OR ORGANIC GROUNDCOVER.

8. ALL REFUSE, DEBRIS AND EXCESS INERT MATERIALS SHALL BE DISPOSED OF OFF SITE IN A
LEGAL MANNER. SITE SHALL BE LEFT CLEAN AND FREE OF ALL CONSTRUCTION RELATED
MATERIALS.

9. DRAINAGE WILL REMAIN IN ITS EXISTING STATE AND WILL NOT BE ALTERED, DISTURBED, OR
OBSTRUCTED OTHER THAN AS SHOWN ON THIS SITE PLAN.

10. ALL PAVING (SIDEWALKS,PADS) SHALL MEET DESIGN AND CONSTRUCTION REQUIREMENTS OF
THE CITY OF TUCSON STANDARD SPECIFICATIONS AND DETAILS FOR PUBLIC IMPROVEMENTS,
2003.

11. ALL PAVING (SIDEWALKS, PADS) SHALL MEET DESIGN AND CONSTRUCTION REQUIREMENTS OF
THE AMERICANS WITH DISABILITIES ACT (ADA).

12. ALL WORK SHALL BE CONFINED TO THE AREA WITHIN THE CONSTRUCTION LIMITS AS SHOWN
ON THE PLANS. ANY AREAS OR IMPROVEMENTS DISTURBED OUTSIDE THESE LIMITS SHALL BE
REVEGETATED TO THEIR ORIGINAL CONDITION AT THE CONTRACTOR'S EXPENSE. IN THE
EVENT THE CONTRACTOR REQUIRES A MODIFICATION TO THE CONSTRUCTION LIMITS,
WRITTEN PERMISSION MUST BE OBTAINED FROM THE CITY OF TUCSON PROJECT MANAGER
PRIOR TO ANY DISTURBANCE OUTSIDE OF THE LIMITS OF WORK.

13. THE CONTRACTOR SHALL WARRANTY ALL WORK FOR A PERIOD OF TWO (2) YEARS.
14. THE CONTRACTOR SHALL PLACE FENCING AROUND ALL ARCHEOLOGICAL SENSITIVE AREAS.

1. OWNER/DEVELOPER: CITY OF TUCSON PARKS AND RECREATION
900 S. RANDOLPH WAY
TUCSON, AZ 85716
PARCEL # 117-02-133A

2. THE EXISTING ZONING IS R-1, NO ZONING CHANGE REQUESTED FOR THIS PROJECT.
3. THE EXISTING USE IS OPEN SPACE AND RECREATION.  THERE IS NOT A CHANGE IN THE

PROPOSED USE OF THE DEVELOPMENT.
4. DRAINAGE WILL REMAIN IN ITS NATURAL STATE AND WILL NOT BE ALTERED, DISTURBED, OR

OBSTRUCTED OTHER THAN AS SHOWN ON THIS SITE PLAN.
5. NO STRUCTURE OR VEGETATION SHALL BE LOCATED OR MAINTAINED SO AS TO INTERFERE

WITH THE SIGHT VISIBILITY TRIANGLES IN ACCORDANCE WITH SEC. 10-01.5.0, SIGHT VISIBILITY,
OF THE TECHNICAL STANDARDS MANUAL.

6. ANY RELOCATION, MODIFICATION, ETC., OF EXISTING UTILITIES AND/OR PUBLIC IMPROVEMENTS
NECESSITATED BY THE PROPOSED DEVELOPMENT WILL BE AT NO EXPENSE TO THE PUBLIC.

7. THE CONTRACTOR SHALL FOLLOW THE LANDSCAPE PLAN AS CLOSELY AS POSSIBLE.  ANY
DISCREPANCY IN THE PLAN VS. THE FIELD CONDITIONS SHALL BE REPORTED TO THE OWNER'S
REPRESENTATIVE IMMEDIATELY.

8. SIGHT VISIBILITY TRIANGLES SHALL BE CLEAR OF LANDSCAPING AND OTHER VISIBILITY
OBSTRUCTIONS WITH A HEIGHT GREATER THAN 2 FEET. TREES WITHIN THE SIGHT VISIBILITY
TRIANGLES SHALL HAVE A CANOPY THAT BEGINS AT 6 FEET IN HEIGHT UPON INSTALLATION.

9. LOCATION OF ALL ELEMENTS ON THIS PLAN SHALL BE APPROVED BY THE OWNER'S
REPRESENTATIVE, PRIOR TO INSTALLATION.

10. ALL DISTURBED, GRUBBED, GRADED OR BLADED AREAS NOT OTHERWISE IMPROVED SHALL BE
LANDSCAPED, RESEEDED, OR TREATED WITH AN INORGANIC OR ORGANIC GROUNDCOVER.

11. WRITTEN DIMENSIONS WILL TAKE PRECEDENCE OVER SCALED DIMENSIONS.
12. THE CONTRACTOR SHALL TAKE EXTREME CARE WHILE WORKING WITHIN THE PROJECT AREA

AS TO NOT DISTURB ANY EXISTING UTILITIES OR STRUCTURES ON OR ADJACENT TO THE
PROJECT AREA.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR REPLACING AND OR
REPAIRING ANY EXISTING STRUCTURES OR UTILITIES DAMAGED DURING CONSTRUCTION AT
NO ADDITIONAL COST TO THE OWNER.

13. ALL WORK SHALL BE CONFINED TO THE AREA WITHIN THE LIMIT OF WORK AS SHOWN ON THE
PLANS.  ANY AREAS OR IMPROVEMENTS DISTURBED OUTSIDE THESE LIMITS SHALL BE
REVEGETATED TO THEIR ORIGINAL CONDITION AT THE CONTRACTOR'S EXPENSE. IN THE
EVENT THE CONTRACTOR REQUIRES A MODIFICATION TO THE CONSTRUCTION LIMITS,
WRITTEN PERMISSION MUST BE OBTAINED FROM THE OWNER'S REPRESENTATIVE PRIOR TO
ANY DISTURBANCE OUTSIDE OF THE LIMITS OF WORK.

14. NOTIFY THE PROJECT  REPRESENTATIVE 48 HOURS IN ADVANCE OF ANY INSPECTIONS AND /
OR  APPROVALS OF LANDSCAPE MATERIAL AND  IRRIGATION  PRODUCTS PRIOR TO
INSTALLATION.

15. THE CONTRACTOR SHALL WARRANTY THE WORKMANSHIP FOR A MINIMUM PERIOD OF ONE
YEAR.

16. CONTRACTOR IS RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL MEASURES ON
SLOPES  EXCEEDING 3:1 OR AS DEFINED BY THE SWPPP.

17. CONTRACTOR TO OBTAIN A RIGHT OF WAY EXCAVATION PERMIT PRIOR TO CONSTRUCTION
WITHIN THE RIGHT-OF-WAY.

18. CONTRACTOR SHALL PROVIDE ALL LABOR, MATERIALS, AND EQUIPMENT NECESSARY TO
INSTALL THE WORK INDICATED ON THE LANDSCAPE DOCUMENTS.  CONTRACTOR SHALL BE
RESPONSIBLE FOR CAREFUL SITE INSPECTION, DETAILED REVIEW OF THE PLANS, AND
COORDINATION WITH OTHER CONTRACTORS ON-SITE PRIOR TO ANY INSTALLATION.  ANY
DISCREPANCIES SHALL IMMEDIATELY BE BROUGHT TO THE ATTENTION OF THE CITY OF
TUCSON PROJECT MANAGER.

19. CONTRACTOR TO VERIFY LOCATIONS OF ALL UNDERGROUND UTILITIES PRIOR TO ANY
INSTALLATION.  EXISTING UTILITIES SHOWN ON THESE PLANS HAVE BEEN LOCATED
ACCORDING TO INFORMATION PROVIDED BY THE AGENCY OPERATING EACH UTILITY. CALL
BLUE STAKE FOR FIELD LOCATION AT 1-800-782-5348.  ANY DAMAGE TO EXISTING UTILITIES,
WHETHER SHOWN OR NOT ON THE DRAWING, SHALL BE REPAIRED/REPLACED AT THE
CONTRACTOR'S EXPENSE.

20. ALL WORK SHALL BE CONFINED TO THE AREA WITHIN THE CONSTRUCTION LIMITS AS SHOWN
ON THE PLANS.  ANY AREAS OR IMPROVEMENTS DISTURBED OUTSIDE THESE LIMITS SHALL BE
REVEGETATED TO THEIR ORIGINAL CONDITION AT THE CONTRACTOR'S EXPENSE. IN THE
EVENT THE CONTRACTOR REQUIRES A MODIFICATION TO  THE CONSTRUCTION LIMITS,
WRITTEN PERMISSION MUST BE OBTAINED FROM THE CITY OF TUCSON PROJECT MANAGER
PRIOR TO ANY DISTURBANCE OUTSIDE OF THE LIMITS OF WORK.

21. CONTRACTOR IS RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL MEASURES ON
SLOPES  EXCEEDING 3:1.

22. ALL GRADING AND DRAINAGE SHALL BE IN ACCORDANCE WITH THE PLANS PREPARED BY THE
PROJECT CIVIL ENGINEER, OR AS DIRECTED BY THE CITY OF TUCSON PROJECT MANAGER.  THE
CONTRACTOR SHALL PROVIDE POSITIVE DRAINAGE AWAY FROM STRUCTURES IN ALL
CONDITIONS.  THE CONTRACTOR TO MEET ALL EXISTING GRADES AT PROJECT BOUNDARIES.
ROUGH GRADE SHALL BE 3" BELOW THE TOP OF ADJACENT WALKS AND CURBS PRIOR TO
RECEIVING MULCH OR DECOMPOSED GRANITE.

23. ALL AREAS DISTURBED DURING CONSTRUCTION TO BE FINE GRADED.  ADJACENT
UNDISTURBED AREAS DAMAGED OR DISTURBED TO BE RESTORED TO ITS ORIGINAL CONDITION
AT THE CONTRACTOR'S EXPENSE.

24. A COPY OF THIS PLAN SHALL BE KEPT IN AN EASILY ACCESSIBLE LOCATION ON THE SITE AT ALL
TIMES DURING CONSTRUCTION.

25. PLANT COVER/DUST CONTROL: ALL DISTURBED, GRUBBED, GRADED OR BLADED AREAS NOT
OTHERWISE IMPROVED SHALL BE LANDSCAPED, RE-SEEDED, OR TREATED WITH AN INORGANIC
OR ORGANIC GROUND COVER TO HELP REDUCE DUST POLLUTION. REFER TO SECTION 3.7.2.7
OF THE CITY OF TUCSON LAND USE CODE.

26. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO FURNISH, HAUL AND APPLY ALL WATER
REQUIRED FOR COMPACTION AND FOR THE CONTROL OF DUST FROM CONSTRUCTION
ACTIVITY. IF CONSTRUCTION WATER IS NOT AVAILABLE IN THE AREA, THE CONTRACTOR SHALL
BE RESPONSIBLE FOR OBTAINING CONSTRUCTION WATER.

27. IF ANY HUMAN REMAINS OR FUNERARY ITEMS ARE DISCOVERED DURING CONSTRUCTION, OR
AT ANY TIME, ALL WORK MUST STOP IN THE AREA OF THE REMAINS AND ARIZONA STATE
MUSEUM SHALL BE NOTIFIED AT (520) 621-4795 IMMEDIATELY PURSUANT TO A.RS. §41-865 AND
A.RS. §41-844.
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GENERAL BID ALTERNATE NOTES
1. CONTRACTOR SHALL PROVIDE PRICING FOR ALL ITEMS IN THE PLAN SET AS A BASE BID, WITH

THE EXCEPTION OF TWO ITEMS BELOW. THESE TWO ITEMS SHALL BE BID AS AN ADDITIVE
ALTERNATE FOR THE FOLLOWING ITEMS, AS INDICATED IN THE BID TAB. CONTRACTOR SHALL
PROVIDE PRICING FOR MATERIALS AND INSTALLATION:
1.1. ADD ALTERNATE #1: PROVIDE TWO (2) 10'X15' SHADE STRUCURE -  SEE SHEET L-03 /

KEYNOTE 5 IN THE HARDSCAPE KEYNOTES.
1.2. ADD ALTERNATE #2: PROVIDE FOUR (4) RAMADA LIGHTS (TWO PER RAMADA)
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SYMBOL DESCRIPTION

TREES TO REMAIN

PALMS TO REMAIN

NON-NATIVE TREES TO BE REMOVED

CONCRETE PADS, TABLES, CONCRETE
WALK, CURBING, SAND, CHAIN LINK AND
BACKSTOP TO BE DEMOLISHED AND
REMOVED FROM SITE IN A LEGAL MANNER.

1. ALL UTILITIES INDICATED ON THE DRAWINGS
REFLECT APPROXIMATE LOCATIONS. THE
CONTRACTOR IS TO VERIFY EXACT LOCATIONS OF
BOTH EXISTING AND PROPOSED UTILITIES PRIOR TO
BEGINNING CONSTRUCTION OPERATIONS.

2. THE CONTRACTOR  SHALL BE RESPONSIBLE FOR THE
REPAIR OF ANY DAMAGE TO EXISTING UTILITIES,
WALKWAYS OR OTHER EXISTING STRUCTURES AND
IMPROVEMENTS THAT IS A RESULT OF THEIR WORK.
THE REPAIR OF SUCH DAMAGE WILL BE AT NO
ADDITIONAL COST TO THE OWNER. DOCUMENT ALL
EXISTING DAMAGES PRIOR TO BEGINNING WORK.
ANY DAMAGES NOT DOCUMENTED SHALL BE
REPAIRED AT THE CONTRACTOR'S EXPENSE.

3. THE CONTRACTOR  IS RESPONSIBLE FOR SECURITY
AND SAFETY OF THE SITE WHEN LEFT UNATTENDED.
FENCES AND OR BARRICADES SHALL BE MAINTAINED
AS NEEDED.

4. KEEP THE PREMISES CLEAN AND ORDERLY DURING
CONSTRUCTION. DISPOSE OF ALL REMOVED
MATERIALS AT AN APPROVED DUMP SITE WITHIN 24
HOURS OF REMOVAL. STOCKPILING ON THE SITE
WILL BE ALLOWED ONLY WITH APPROVAL FROM THE
OWNER'S REPRESENTATIVE. SCHEDULE REMOVALS
TO INSURE THAT NO PARTIALLY DISASSEMBLED
EQUIPMENT IS LEFT ON SITE OVERNIGHT. ALL
ADJACENT LANDSCAPE, UTILITIES, SIGNS AND
HARDSCAPE SHALL REMAIN UNDISTURBED UNLESS
SPECIFICALLY AUTHORIZED BY THE OWNER'S
REPRESENTATIVE.

5. IF UNEXPECTED CONDITIONS ARE ENCOUNTERED
DURING DEMOLITION, NOTIFY THE OWNER'S
REPRESENTATIVE IMMEDIATELY FOR RESOLUTION.

DEMOLITION LEGEND

DEMOLITION NOTES

DEMOLITION
PLAN

NORTH

0 2010 40

SCALE 1" = 20'
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SCALE: NTS

KEYMAP

L-02

DEMO BACKSTOP

DEMO CURB &
SAND NORTH OF

CURB. PRESERVE
IN PLACE CURB

AS SHOWN

DEMO CONCRETE
WALKPRESERVE IN

PLACE PALM TREE

DEMO CONCRETE
PAD & TABLE

DEMO CONCRETE
PAD & TABLE

DEMO DRINKING FOUNTAIN.
COORDINATE WITH PARKS

AND RECREATION
REPRESENTATIVE WHERE

TO CAP LINE

REMOVE TURF WITHIN
DASHED LINE
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EXISTING
TURF TO
REMAIN,

TYP.

EXISTING
LIGHT TO

REMAIN, TYP.

EXISTING
TURF TO
REMAIN,

TYP.

EXISTING
PLAYGROUND &
EQUIPMENT TO

REMAIN

EXISTING
WALL TO
REMAIN

EXISTING
STAIRS TO
REMAIN

2

1

1

3

39.6' R.O.W.

39.6' R.O.W.

70
' R

.O
.W

.

4

1

2

EXISTING
CONCRETE

PADS TO
REMAIN, TYP.

EXISTING
TREES TO

REMAIN, TYP.

EXISTING
TURF TO
REMAIN,

TYP.

ADJUST TURF IRRIGATION
ALONG EASTERN EDGE OF
FENCE. RELOCATE HEADS INSIDE
OF CURB. COORDINATE WITH
PARKS AND RECREATION
REPRESENTATIVE FOR FINAL
LOCATION

5

5

CUT & REMOVE
TURF FOR CURB &

FENCE,
REPAIR/REPLACE AS

NEEDED, TYP.

REPAIR/REPLACE TURF AS
NEEDED, TYP.

1. INSTALL ALL SITE AMENITIES PER MANUFACTURER'S SPECIFICATIONS / INSTRUCTIONS.

SITE AMENITY NOTES

SYMBOL DESCRIPTION DETAIL QTY.

ADA CONCRETE PICNIC TABLE
MODEL: QLBT102PTADA
MANUFACTURER: QCP
COLOR: ADOBE TAUPE

2

TRASH RECEPTACLE
MODEL: QR-CAL2436W-A19
MANUFACTURER: QCP
COLOR: ADOBE TAUPE

2

6' SOLID MOUNT PARK BENCH WITH BACK
MODEL: MPPR4406SM
MANUFACTURER: ARIZONA CORRECTIONAL INDUSTRIES
COLOR: POWDERCOAT, SIGNAL BROWN RAL 8002

5

6' EXPANDED METAL BENCH  WITH DIVIDERS
MANUFACTURER: ARIZONA CORRECTIONAL INDUSTRIES
COLOR: POWDERCOAT, SIGNAL BROWN RAL 8002
SURFACE MOUNT

1

LEASH POST
MODEL: PBARK-480
MANUFACTURER: BARK PARK
COLOR: GREEN

2

PET WASTE STATION WITHOUT RECEPTACLE
MODEL: PBARK-488
MANUFACTURER: BARK PARK
COLOR: GREEN

2

2 TIER DRINKING FOUNTAIN WITH PET FOUNTAIN
MODEL: 440 SMSS
MANUFACTURER: MDF
COLOR: GREEN

7/L-04 1

DOG DRINKING FOUNTAIN
MODEL: 300 SMSS
MANUFACTURER: MDF
COLOR: GREEN

7/L-04 2

SITE AMENITIES SCHEDULE

HARDSCAPE KEYNOTES
SYMBOL DESCRIPTION DETAIL QTY.

CONCRETE HEADER 3/L-04 637 LF

DOG PARK DECORATIVE FENCE, TYP. 4/L-04 791 LF

DOG PARK ENTRY GATE, TYP. 5/L-04 4

DOG PARK MAINTENANCE GATE, TYP. 6/L-04 2

10' X 15' SHADE STRUCTURE - CLASSIC RECREATION SYSTEMS
INC. MARANA, COLOR TBD 2

1

2

3

4

5

HARDSCAPE
PLAN

NORTH
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MIN. 1" REVEAL ON ALL PAVED
SURFACES -  GRADE FOR
MATERIAL DEPTH AND REVEAL
FINAL APPLICATION OF
PRE-EMERGENT HERBICIDE.
SURFACING PER PLAN AND
SURFACING SCHEDULE. REFER
TO SCHEDULE FOR DEPTH OF
SURFACING.
APPLY PRE-EMERGENT
HERBICIDE TO SUBGRADE

1

2

3

4

INERT GROUND COVER
SCALE: 1/2" = 1'-0"

NOTES:
1. APPLY PRE-EMERGENT HERBICIDE PER LABEL DIRECTIONS AND RATE

4

3

2

1

VARIES

1

2

3

4

5

EXISTING TURF

CAST IN PLACE CONCRETE.
COLOR: NATURAL GREY
FINISH: FINE BROOM
1/2" TOOLED RADIUS ON ALL
EXPOSED EDGES
FINISHED GRADE

INERT GROUNDCOVER PER PLAN
AND SURFACING SCHEDULE.
#4 REBAR CONTINUOUS,
CENTERED IN HEADER. 2 12"
MINIMUM BURY DEPTH.
SUBGRADE COMPACTED TO 95%
STANDARD PROCTOR DENSITY
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CONCRETE HEADER
SCALE: 3" = 1'-0"

NOTE:
1. PROVIDE CONTINUOUS, TOOLED CONTROL JOINTS ON ALL EXPOSED SIDES OF CONCRETE HEADER.

JOINTS SHALL BE 10' ON CENTER ALONG THE LENGTH OF THE RISER.
2. CONCRETE HEADER SHALL BE INSTALLED SO HORIZONTAL LAYOUT IS SMOOTH AND FREE-FLOWING AS

SHOWN ON PLANS.
3. ALL CONCRETE SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH OF 3,000 PSI AT 28 DAYS.
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TOOLED JOINT, 1/4" RADIUS
SPACE EQUAL TO WIDTH OF
WALK UNLESS NOTED
OTHERWISE. DEPTH TO 1/3"
CONCRETE THICKNESS MIN.
CONCRETE PAVING. MEDIUM
BROOM FINISH PERPENDICULAR
TO TRAFFIC FLOW.
EXPANSION JOINT WITH TRAFFIC
SEALANT
SAW CUT JOINT, 1/8" X 2" DEPTH.
DRY CUT JOINT TO AVOID
SPALLING. JOINTS SHALL BE CUT
BETWEEN 24 HOURS OF
INSTALLATION

1/4" RADIUS TOOL EDGE

FINISH GRADE

ADJACENT LANDSCAPE AND
SURFACING, REFER TO PLANS
FOR TYPE
SUBGRADE COMPACTED TO 95%
STANDARD PROCTOR DENSITY
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CONCRETE PAVING
SCALE: NTS
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2"

1/2"

1 2 3 4 56

NOTE:
1. C.I.P. CONCRETE PER PLANS AND SPECS. CONTROL JOINTS AND EXPANSION JOINTS AS

SHOWN ON PLANS.
2. ALL CONCRETE SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH OF 3,000 PSI, AT 28 DAYS.
3. CONTROL JOINTS SHALL BE PLACED ALONG LENGTHS OF SIDEWALK WITH AN ON CENTER

SPACING EQUAL TO THE WIDTH OF THE WALK, OR AS SHOWN.
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NOTES:
1. CONTRACTOR TO PROVIDE SHOP DRAWINGS.
2. ALL EXPOSED STEEL TO BE PRIMED & FIELD PAINTED DARK BRONZE.
3. POSTS AND FENCE PANELS TO BE EQUALLY SPACED ALONG RUN.
4. 4" STEEL SQUARE TUBE POST TO BE INSTALLED IN LIEU OF 2 1/2" POST AT ALL CORNERS & INTERSECTIONS.
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1'-0"

2'-6"
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10'-0" MAX.

1"

5'-6"

1 1/2" STEEL SQUARE TUBE
RAIL

2 1/2" STEEL SQUARE TUBE
POST

3" WELDED WIRE

3/4" STEEL ANGLE FRAME,
WELDED WIRE TO BE WELDED
TO ANGLE FRAME ON INTERIOR
SIDE

FINISHED GRADE

CONCRETE HEADER, SEE
DETAIL 3/L-04

SUBGRADE COMPACTED TO
95% STANDARD PROCTOR
DENSITY

CONCRETE FOOTING

4" STEEL SQUARE TUBE POST
AT ALL CORNERS &
INTERSECTIONS
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DOG PARK DECORATIVE FENCE
SCALE: 1/2" = 1'-0"

1 1/2" STEEL SQUARE TUBE
FRAME
2 1/2" STEEL SQUARE TUBE POST

(3) ADJUSTABLE METAL
SELF-CLOSING HINGE
EXTERIOR RATED DOOR HANDLE
WITH KEY ENTRY, COLOR:
STAINLESS STEEL.
3" WELDED WIRE

3/4" STEEL ANGLE FRAME,
WELDED WIRE TO BE WELDED TO
ANGLE FRAME ON INTERIOR SIDE
CONCRETE, REFER TO PLAN AND
SURFACING SCHEDULE
CONCRETE FOOTING

SUBGRADE COMPACTED TO 95%
STANDARD PROCTOR DENSITY
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ENTRY GATE AT DOG PARK
SCALE: 1/2" = 1'-0"
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NOTES:
1. COMPRESSIVE STRENGTH OF CONCRETE SHALL BE MIN. 2,500 PSI
2. CONTRACTOR TO PROVIDE SHOP DRAWINGS PRIOR TO CONSTRUCTION.
3. ALL EXPOSED STEEL TO BE PRIMED & FIELD PAINTED DARK BRONZE.
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1-1/4" IPS WASTE
CONNECTED TO DRYWELL

1-1/4" Y

6'-
0"

18" DIA.

DRILL 18" DIA. X 6'-0"
HOLE IN UNDISTURBED SOIL

WITH STEEL CLAMP

1/2" WASHED ROCK
2" O.D. PERFORATED PIPE

FINE MESH AND SECURE

LOCKING LID. CARSON 

WRAP TOP OF PIPE WITH 

INDUSTRIES MODEL #1818

18" DIA. VALVE BOX WITH

DRYWELL

CLEAN-OUT

DRINKING FOUNTAIN PER
SITE AMENITY SCHEDULE

SCALE:  NTS

DRINKING FOUNTAIN DRYWELL

NOTE:
1. SLOPE DRAIN INTO DRYWELL

DISTANCE 
VARIES 

CONCRETE SLAB

2. INSTALL PER MANUFACTURER SPECIFICATION

2" STEEL SQUARE TUBE FRAME

4" STEEL SQUARE TUBE POST

(6) ADJUSTABLE METAL
SELF-CLOSING HINGE
EXTERIOR RATED DOOR HANDLE
WITH KEY ENTRY, COLOR:
STAINLESS STEEL.
3" WELDED WIRE

3/4" STEEL ANGLE FRAME,
WELDED WIRE TO BE WELDED TO
ANGLE FRAME ON INTERIOR SIDE
CONCRETE HEADER, SEE DETAIL
3/L-04
CONCRETE FOOTING

SUBGRADE COMPACTED TO 95%
STANDARD PROCTOR DENSITY
CANE BOLT (NOT SHOWN) ON
INTERIOR SIDE OF GATE, INSTALL
SLEEVE IN CURB FOR CANE BOLT
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MAINTENANCE GATE AT DOG PARK
SCALE: 1/2" = 1'-0"
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3'-0"

1'-0"
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NOTES:
1. COMPRESSIVE STRENGTH OF CONCRETE SHALL BE MIN. 2,500 PSI
2. CONTRACTOR TO PROVIDE SHOP DRAWINGS PRIOR TO CONSTRUCTION.
3. ALL EXPOSED STEEL TO BE PRIMED & FIELD PAINTED DARK BRONZE.
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