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SYMBOL DESCRIPTION DETAIL QTY.

EXISTING CONCRETE

CONCRETE
COLOR: STANDARD GRAY
FINISH: MEDIUM BROOM

1/L-05 1,434 SF

SURFACING SCHEDULE

HARDSCAPE KEYNOTES
SYMBOL DESCRIPTION DETAIL QTY.

THICKENED EDGE CONCRETE 2/L-05 6 LF1

1. INSTALL ALL SITE AMENITIES PER MANUFACTURER'S SPECIFICATIONS / INSTRUCTIONS.

SITE AMENITY NOTES

SYMBOL DESCRIPTION DETAIL QTY.

TRASH RECEPTACLE
MODEL: QR-CAL2436W-A19
MANUFACTURER: QCP
COLOR: ADOBE TAUPE

1

6' EXPANDED METAL BENCH  WITH DIVIDERS
MANUFACTURER: ARIZONA CORRECTIONAL INDUSTRIES
COLOR: POWDERCOAT, SIGNAL BROWN RAL 8002
SURFACE MOUNT

1

BIKE RACK
MANUFACTURER : ARIZONA CORRECTIONAL INDUSTRIES
COLOR: POWDERCOAT, SIGNAL BROWN RAL 8002
SURFACE MOUNT

3

SITE AMENITIES SCHEDULE

GENERAL LANDSCAPE NOTES
1. THE CONTRACTOR SHALL FOLLOW THE IMPROVEMENT PLAN AS CLOSELY AS POSSIBLE. ANY

DISCREPANCY IN THE PLAN VERSUS THE FIELD CONDITIONS SHALL BE REPORTED TO THE CITY
OF TUCSON PROJECT MANAGER IMMEDIATELY.

2. WRITTEN DIMENSIONS SHALL TAKE PRECEDENCE OVER SCALED DIMENSIONS.
3. THE CONTRACTOR SHALL CALL ARIZONA 811 AT LEAST TWO WORKING DAYS PRIOR TO START

OF WORK TO HAVE EXISTING UTILITIES MARKED. EXTREME CARE SHALL BE USED WHILE
WORKING WITHIN THE PROJECT AREA AS TO NOT DISTURB ANY EXISTING UTILITIES OR
STRUCTURES ON OR ADJACENT TO THE PROJECT AREA THE CONTRACTOR SHALL BE
RESPONSIBLE FOR REPLACING AND OR REPAIRING ANY EXISTING STRUCTURES OR UTILITIES
DAMAGED DURING CONSTRUCTION AT NO ADDITIONAL COST TO THE CITY OF TUCSON. SEE
GENERAL UTILITY NOTES.

4. THESE IMPROVEMENT PLANS ARE DESIGNED TO MEET THE REQUIREMENTS AND INTENTIONS
OF THE FOLLOWING PLANS AND ORDINANCES: CITY OF TUCSON STANDARD SPECIFICATIONS
AND DETAILS FOR PUBLIC IMPROVEMENTS, 2003.

5. LOCATION OF ALL ELEMENTS ON THIS PLAN SHALL BE APPROVED BY THE CITY OF TUCSON
PROJECT MANAGER PRIOR TO INSTALLATION.

6. NOTIFY THE CITY OF TUCSON PROJECT MANAGER 72 HOURS IN ADVANCE OF ANY INSPECTIONS
AND / OR APPROVALS OF LANDSCAPE MATERIAL AND  IRRIGATION  PRODUCTS PRIOR TO
INSTALLATION.

7. ALL DISTURBED, GRUBBED, GRADED OR BLADED AREAS NOT OTHERWISE IMPROVED SHALL BE
LANDSCAPED, RESEEDED, OR TREATED WITH AN INORGANIC OR ORGANIC GROUNDCOVER.

8. ALL REFUSE, DEBRIS AND EXCESS INERT MATERIALS SHALL BE DISPOSED OF OFF SITE IN A
LEGAL MANNER. SITE SHALL BE LEFT CLEAN AND FREE OF ALL CONSTRUCTION RELATED
MATERIALS.

9. DRAINAGE WILL REMAIN IN ITS EXISTING STATE AND WILL NOT BE ALTERED, DISTURBED, OR
OBSTRUCTED OTHER THAN AS SHOWN ON THIS SITE PLAN.

10. ALL PAVING (SIDEWALKS,PADS) SHALL MEET DESIGN AND CONSTRUCTION REQUIREMENTS OF
THE CITY OF TUCSON STANDARD SPECIFICATIONS AND DETAILS FOR PUBLIC IMPROVEMENTS,
2003.

11. ALL PAVING (SIDEWALKS, PADS) SHALL MEET DESIGN AND CONSTRUCTION REQUIREMENTS OF
THE AMERICANS WITH DISABILITIES ACT (ADA).

12. ALL WORK SHALL BE CONFINED TO THE AREA WITHIN THE CONSTRUCTION LIMITS AS SHOWN
ON THE PLANS. ANY AREAS OR IMPROVEMENTS DISTURBED OUTSIDE THESE LIMITS SHALL BE
REVEGETATED TO THEIR ORIGINAL CONDITION AT THE CONTRACTOR'S EXPENSE. IN THE
EVENT THE CONTRACTOR REQUIRES A MODIFICATION TO THE CONSTRUCTION LIMITS,
WRITTEN PERMISSION MUST BE OBTAINED FROM THE CITY OF TUCSON PROJECT MANAGER
PRIOR TO ANY DISTURBANCE OUTSIDE OF THE LIMITS OF WORK.

13. THE CONTRACTOR SHALL WARRANTY ALL WORK FOR A PERIOD OF TWO (2) YEARS.
14. THE CONTRACTOR SHALL PLACE FENCING AROUND ALL ARCHEOLOGICAL SENSITIVE AREAS.

1. OWNER/DEVELOPER: CITY OF TUCSON PARKS AND RECREATION
900 S. RANDOLPH WAY

         TUCSON, AZ 85716
PARCEL #

2. THE EXISTING ZONING IS R-1, NO ZONING CHANGE REQUESTED FOR THIS PROJECT.
3. THE EXISTING USE IS OPEN SPACE AND RECREATION.  THERE IS NOT A CHANGE IN THE

PROPOSED USE OF THE DEVELOPMENT.
4. THE GROSS SITE AREA IS  SF ( ACRES).
5. THE TOTAL BUILDING GFA IS  SF.  THE TOTAL PAVED AREA IS  SF ±.
6. THE TOTAL DISTURBED AREA FOR THIS DEVELOPMENT IS APPROXIMATELY  SF.
7. DRAINAGE WILL REMAIN IN ITS NATURAL STATE AND WILL NOT BE ALTERED, DISTURBED, OR

OBSTRUCTED OTHER THAN AS SHOWN ON THIS SITE PLAN.
8. NO STRUCTURE OR VEGETATION SHALL BE LOCATED OR MAINTAINED SO AS TO INTERFERE

WITH THE SIGHT VISIBILITY TRIANGLES IN ACCORDANCE WITH SEC. 10-01.5.0, SIGHT VISIBILITY,
OF THE TECHNICAL STANDARDS MANUAL.

9. ANY RELOCATION, MODIFICATION, ETC., OF EXISTING UTILITIES AND/OR PUBLIC IMPROVEMENTS
NECESSITATED BY THE PROPOSED DEVELOPMENT WILL BE AT NO EXPENSE TO THE PUBLIC.

10. THE CONTRACTOR SHALL FOLLOW THE LANDSCAPE PLAN AS CLOSELY AS POSSIBLE.  ANY
DISCREPANCY IN THE PLAN VS. THE FIELD CONDITIONS SHALL BE REPORTED TO THE OWNER'S
REPRESENTATIVE IMMEDIATELY.

11. SIGHT VISIBILITY TRIANGLES SHALL BE CLEAR OF LANDSCAPING AND OTHER VISIBILITY
OBSTRUCTIONS WITH A HEIGHT GREATER THAN 2 FEET. TREES WITHIN THE SIGHT VISIBILITY
TRIANGLES SHALL HAVE A CANOPY THAT BEGINS AT 6 FEET IN HEIGHT UPON INSTALLATION.

12. LOCATION OF ALL ELEMENTS ON THIS PLAN SHALL BE APPROVED BY THE OWNER'S
REPRESENTATIVE, PRIOR TO INSTALLATION.

13. ALL DISTURBED, GRUBBED, GRADED OR BLADED AREAS NOT OTHERWISE IMPROVED SHALL BE
LANDSCAPED, RESEEDED, OR TREATED WITH AN INORGANIC OR ORGANIC GROUNDCOVER.

14. WRITTEN DIMENSIONS WILL TAKE PRECEDENCE OVER SCALED DIMENSIONS.
15. THE CONTRACTOR SHALL TAKE EXTREME CARE WHILE WORKING WITHIN THE PROJECT AREA

AS TO NOT DISTURB ANY EXISTING UTILITIES OR STRUCTURES ON OR ADJACENT TO THE
PROJECT AREA.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR REPLACING AND OR
REPAIRING ANY EXISTING STRUCTURES OR UTILITIES DAMAGED DURING CONSTRUCTION AT
NO ADDITIONAL COST TO THE OWNER.

16. ALL WORK SHALL BE CONFINED TO THE AREA WITHIN THE LIMIT OF WORK AS SHOWN ON THE
PLANS.  ANY AREAS OR IMPROVEMENTS DISTURBED OUTSIDE THESE LIMITS SHALL BE
REVEGETATED TO THEIR ORIGINAL CONDITION AT THE CONTRACTOR'S EXPENSE. IN THE
EVENT THE CONTRACTOR REQUIRES A MODIFICATION TO THE CONSTRUCTION LIMITS,
WRITTEN PERMISSION MUST BE OBTAINED FROM THE OWNER'S REPRESENTATIVE PRIOR TO
ANY DISTURBANCE OUTSIDE OF THE LIMITS OF WORK.

17. NOTIFY THE PROJECT  REPRESENTATIVE 48 HOURS IN ADVANCE OF ANY INSPECTIONS AND /
OR  APPROVALS OF LANDSCAPE MATERIAL AND  IRRIGATION  PRODUCTS PRIOR TO
INSTALLATION.

18. THE CONTRACTOR SHALL WARRANTY THE WORKMANSHIP FOR A MINIMUM PERIOD OF ONE
YEAR.

19. CONTRACTOR IS RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL MEASURES ON
SLOPES  EXCEEDING 3:1 OR AS DEFINED BY THE SWPPP.

20. CONTRACTOR TO OBTAIN A RIGHT OF WAY EXCAVATION PERMIT PRIOR TO CONSTRUCTION
WITHIN THE RIGHT-OF-WAY.

21. CONTRACTOR SHALL PROVIDE ALL LABOR, MATERIALS, AND EQUIPMENT NECESSARY TO
INSTALL THE WORK INDICATED ON THE LANDSCAPE DOCUMENTS.  CONTRACTOR SHALL BE
RESPONSIBLE FOR CAREFUL SITE INSPECTION, DETAILED REVIEW OF THE PLANS, AND
COORDINATION WITH OTHER CONTRACTORS ON-SITE PRIOR TO ANY INSTALLATION.  ANY
DISCREPANCIES SHALL IMMEDIATELY BE BROUGHT TO THE ATTENTION OF THE CITY OF
TUCSON PROJECT MANAGER.

22. CONTRACTOR TO VERIFY LOCATIONS OF ALL UNDERGROUND UTILITIES PRIOR TO ANY
INSTALLATION.  EXISTING UTILITIES SHOWN ON THESE PLANS HAVE BEEN LOCATED
ACCORDING TO INFORMATION PROVIDED BY THE AGENCY OPERATING EACH UTILITY. CALL
BLUE STAKE FOR FIELD LOCATION AT 1-800-782-5348.  ANY DAMAGE TO EXISTING UTILITIES,
WHETHER SHOWN OR NOT ON THE DRAWING, SHALL BE REPAIRED/REPLACED AT THE
CONTRACTOR'S EXPENSE.

23. ALL WORK SHALL BE CONFINED TO THE AREA WITHIN THE CONSTRUCTION LIMITS AS SHOWN
ON THE PLANS.  ANY AREAS OR IMPROVEMENTS DISTURBED OUTSIDE THESE LIMITS SHALL BE
REVEGETATED TO THEIR ORIGINAL CONDITION AT THE CONTRACTOR'S EXPENSE. IN THE
EVENT THE CONTRACTOR REQUIRES A MODIFICATION TO  THE CONSTRUCTION LIMITS,
WRITTEN PERMISSION MUST BE OBTAINED FROM THE CITY OF TUCSON PROJECT MANAGER
PRIOR TO ANY DISTURBANCE OUTSIDE OF THE LIMITS OF WORK.

24. CONTRACTOR IS RESPONSIBLE FOR IMPLEMENTING EROSION CONTROL MEASURES ON
SLOPES  EXCEEDING 3:1.

25. ALL GRADING AND DRAINAGE SHALL BE IN ACCORDANCE WITH THE PLANS PREPARED BY THE
PROJECT CIVIL ENGINEER, OR AS DIRECTED BY THE CITY OF TUCSON PROJECT MANAGER.  THE
CONTRACTOR SHALL PROVIDE POSITIVE DRAINAGE AWAY FROM STRUCTURES IN ALL
CONDITIONS.  THE CONTRACTOR TO MEET ALL EXISTING GRADES AT PROJECT BOUNDARIES.
ROUGH GRADE SHALL BE 3" BELOW THE TOP OF ADJACENT WALKS AND CURBS PRIOR TO
RECEIVING MULCH OR DECOMPOSED GRANITE.

26. ALL AREAS DISTURBED DURING CONSTRUCTION TO BE FINE GRADED.  ADJACENT
UNDISTURBED AREAS DAMAGED OR DISTURBED TO BE RESTORED TO ITS ORIGINAL CONDITION
AT THE CONTRACTOR'S EXPENSE.

27. A COPY OF THIS PLAN SHALL BE KEPT IN AN EASILY ACCESSIBLE LOCATION ON THE SITE AT ALL
TIMES DURING CONSTRUCTION.

28. PLANT COVER/DUST CONTROL: ALL DISTURBED, GRUBBED, GRADED OR BLADED AREAS NOT
OTHERWISE IMPROVED SHALL BE LANDSCAPED, RE-SEEDED, OR TREATED WITH AN INORGANIC
OR ORGANIC GROUND COVER TO HELP REDUCE DUST POLLUTION. REFER TO SECTION 3.7.2.7
OF THE CITY OF TUCSON LAND USE CODE.

29. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO FURNISH, HAUL AND APPLY ALL WATER
REQUIRED FOR COMPACTION AND FOR THE CONTROL OF DUST FROM CONSTRUCTION
ACTIVITY. IF CONSTRUCTION WATER IS NOT AVAILABLE IN THE AREA, THE CONTRACTOR SHALL
BE RESPONSIBLE FOR OBTAINING CONSTRUCTION WATER.

30. IF ANY HUMAN REMAINS OR FUNERARY ITEMS ARE DISCOVERED DURING CONSTRUCTION, OR
AT ANY TIME, ALL WORK MUST STOP IN THE AREA OF THE REMAINS AND ARIZONA STATE
MUSEUM SHALL BE NOTIFIED AT (520) 621-4795 IMMEDIATELY PURSUANT TO A.RS. §41-865 AND
A.RS. §41-844.
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CITY OF TUCSON DEPARTMENT OF TRANSPORTATION
STANDARD NOTES FOR PLANTING IN ROW

1. IT IS THE OWNER’S RESPONSIBILITY TO KEEP THE SIGHT VISIBILITY TRIANGLES (SVT), AND THE
PEDESTRIAN ACCESS AREA CLEAR OF VEGETATION AT ALL TIMES, PER LAND USE CODE (LUC)
SECTION.

2. IT IS THE OWNER RESPONSIBILITY TO KEEP A 5’ WIDE BY 7’ TALL CLEAR PEDESTRIAN ACCESS
OPEN ACROSS THE ENTIRE PROPERTY.

3. IT IS THE OWNER RESPONSIBLE TO KEEP VEGETATION FROM GROWING PAST THE CURB LINE
CLEAR, AND KEEP A 15’ HIGH CLEAR ZONE OVER THE TRAVEL LANE.

4. FINAL PLANT LOCATIONS MUST BE IN COMPLIANCE WITH ALL UTILITY SETBACK REQUIREMENTS.
5. THE OWNER UNDERSTANDS THAT IF THE CITY OF TUCSON TRANSPORTATION DEPARTMENT OR

ANY UTILITY COMPANY NEEDS TO WORK WITHIN THE ROW IN THE LANDSCAPED AREA, PLANTS
AND IRRIGATION MAY BE DESTROYED WITHOUT REPLACEMENT OR REPAIR.

6. THE OWNER TAKES FULL LIABILITY FOR THIS LANDSCAPE AND IRRIGATION, AND ANY DAMAGE
TO ROADWAY, SIDEWALK AND UTILITIES.

7. THE ONLY PRIVATE IRRIGATION EQUIPMENT THAT IS ALLOWED WITHIN THE ROW ARE LATERAL
LINES, TUBING AND EMITTERS THAT ARE NOT UNDER CONSTANT PRESSURE. ALL OTHER
EQUIPMENT MUST BE ON PRIVATE PROPERTY. (EXCLUDING WATER METER)

8. CONTRACTOR TO OBTAIN A RIGHT OF WAY PERMIT PRIOR TO CONSTRUCTION WITHIN THE
RIGHT-OF-WAY.
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1. INSTALL ALL SITE AMENITIES PER MANUFACTURER'S SPECIFICATIONS / INSTRUCTIONS.

SITE AMENITY NOTES

SYMBOL DESCRIPTION DETAIL QTY.

TRASH RECEPTACLE
MODEL: QR-CAL2436W-A19
MANUFACTURER: QCP
COLOR: ADOBE TAUPE

1

6' EXPANDED METAL BENCH  WITH DIVIDERS
MANUFACTURER: ARIZONA CORRECTIONAL INDUSTRIES
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1
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MANUFACTURER : ARIZONA CORRECTIONAL INDUSTRIES
COLOR: POWDERCOAT, SIGNAL BROWN RAL 8002
SURFACE MOUNT
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TOOLED JOINT, 1/4" RADIUS
SPACE EQUAL TO WIDTH OF
WALK UNLESS NOTED
OTHERWISE. DEPTH TO 1/3"
CONCRETE THICKNESS MIN.
CONCRETE PAVING. MEDIUM
BROOM FINISH PERPENDICULAR
TO TRAFFIC FLOW.
EXPANSION JOINT WITH TRAFFIC
SEALANT
SAW CUT JOINT, 1/8" X 2" DEPTH.
DRY CUT JOINT TO AVOID
SPALLING. JOINTS SHALL BE CUT
BETWEEN 24 HOURS OF
INSTALLATION

1/4" RADIUS TOOL EDGE

FINISH GRADE

ADJACENT LANDSCAPE AND
SURFACING, REFER TO PLANS
FOR TYPE
SUBGRADE COMPACTED TO 95%
STANDARD PROCTOR DENSITY

1

2

3

4

5

6

7

8

CONCRETE PAVING
SCALE: NTS

4"
2"

1/2"

1 2 3 4 56

NOTE:
1. C.I.P. CONCRETE PER PLANS AND SPECS. CONTROL JOINTS AND EXPANSION JOINTS AS

SHOWN ON PLANS.
2. ALL CONCRETE SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH OF 3,000 PSI, AT 28 DAYS.
3. CONTROL JOINTS SHALL BE PLACED ALONG LENGTHS OF SIDEWALK WITH AN ON CENTER

SPACING EQUAL TO THE WIDTH OF THE WALK, OR AS SHOWN.

8

7

NOTES:
1. ALL CONCRETE SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH OF 2,500 PSI AT 28 DAYS.
2. UNLESS OTHERWISE NOTED, ALL REBAR SHALL BE #4 SIZE.
3. MINIMUM BURY DEPTH ON ALL REBAR SHALL BE 2 ½”.

ADJACENT SURFACING REFER TO
HARDSCAPE PLAN AND
SURFACING SCHEDULE. HOLD
DOWN 1" FROM TOP OF
PAVEMENT OR AS SHOWN ON
GRADING PLANS
1/2" RADIUS AT EDGES, 1/4"
RADIUS AT ALL JOINTS
CONTINUOUS TOOLED CONTROL
JOINT ALONG EDGE WITH 14"
RADIUS EDGE
CONCRETE PAVEMENT MINIMUM
4" THICKNESS. REFER TO
HARDSCAPE PLANS FOR
LOCATION AND TYPE
#4 REBAR ALONG EDGE, 24" ON
CENTER, DOWN LENGTH. RETURN
REBAR 24" MINIMUM INTO THE
FLATWORK
SUBGRADE COMPACTED TO 95%
STANDARD PROXY DENSITY
(2) #4 REBAR CENTERED AND
CONTINUOUS DOWN ENTIRE
EDGE. MAINTAIN A MINIMUM BURY
DEPTH OF 2 12" AND OVERLAP 12"
AT ALL SPLICES

1

2

3

4

5

6

7

THICKENED EDGE CONCRETE
SCALE: 1" = 1'-0"

1

14"

8" 5"

2 3 4

7

5

6

7

1

2

3 RESTROOM BUILDING
SCALE:  NTS

STANDING SEAM
METAL ROOF,

BROWN

MASONRY BLOCK
CONSTRUCTION

CONCRETE CAP

LAVA ROCK
VENEER AT BASE

POSTS, DOORS &
FASCIA PAINTED
DARK BRONZE

EXTERIOR SINK
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