
Bus Rapid 

Transit

Modern 

Streetcar

Express/ Limited 

Stop Bus Local Bus Light Rail Comments

Transit Type (Local, Limited, 

Express)
Limited; Express Limited Limited Local Limited; Express

Ideal Speed Requirements Fast With Traffic or Fast With Traffic or Fast With Traffic Fast

Minimum Lane Width 

Requirements
11' (12' COT 

Standard)
10'

11' (12' COT 

Standard)

11' (12' COT 

Standard)

Ideal amount of space 

between stops
1‐mile 1/4‐mile no less than 1‐mile 1/4‐mile 1‐mile

Size (length/width) of Vessel 40‐80 feet 60‐80 feet 40‐80 feet

30‐40 feet;

60‐80 feet 

(articulated)

80‐100 feet per 

vehicle (train 

might be 2‐3 

vehicles long)

Passenger Carrying Capacity 

of Vessel
40 150+ 40 60 180+

Can travel with mixed traffic?   

(Y/N)
Y Y Y Y Y

Mixed traffic reduces system speed and 

reliability

Is this a mode for carrying 

commuters between 

Houghton and Downtown?

Y

Possibly (could be 

used instead of light 

rail)

Y Y Y

What other transit modes can 

operate alongside this mode?
Local or Modern 

Streetcar

All; could be a 

replacement for local 

bus

Local or Modern 

Streetcar
All

Local bus or 

Modern 

Streetcar

General capital costs (per 

mile)
$0.2M‐$31M $3.5‐$30 M $17‐$73 M Source:  PAG 2040 RTP Transit Fact Sheet

Operating costs (per 

passenger mile) $0.56‐$0.75 $0.82‐$8.97 $0.28‐$8.93 $5.29  $0.24‐$2.95
Source:  PAG 2040 RTP Transit Fact Sheet
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Additional Criteria

Transit Options Comparisons Worksheet

Citizens Task Force, Transit Subcommittee

Broadway: Euclid to Country Club


