%: RADIUS —’

X%:
RADIUS _,

n

22"
EYE BOLT EYE BOLT W/LOCK
W/LocK SEE: ES;D—332/
24" SHEET 2
%: RADIUS
&
18" I | 32" I
GUARD SHACK #1 (10”W X 24"H X 22”L)
QUALITY ENCLOSURE #1 (10”W X 24”H X 22”L)
30"
EYE BOLT
W/LOCK EYE BOLT W/LOCK
SEE SD-332
30" SHEET 2
% RADlus~\
24" I | 40" I
GUARD SHACK #3.3 (16”W X 30"H X BO"L)
QUALITY ENCLOSURE #3.3 (16”W X 30"H X 30”L)
NOTE:
1. CONCRETE PERIMETER EDGE SHALL HAVE A %" RADIUS.
2. PROTECTION POSTS MAY BE REQUIRED TO ACCOMMODATE SITE CONDITIONS PER
SD500 SHEET 3 OF 8
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CONCRETE CLASS C

PER SECTION 301

[

EYEBOLT WITH LOCK DETAIL

HARDWARE

EYE BOLT W/LOCK
/_ SEE DETAIL BELOW

2"—16x24” FORGED EYEBOLT

3»

8

8"-16 HEX NUT
5»

8

x13" FENDER WASHER

NOT TO SCALE
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