LEGEND:

D

OUTSIDE DIAMETER OF PIPE.

/A D+18 INCHES MINIMUM AND D+24 INCHES MAXIMUM.

]

4 INCHES FOR PIPE DIAMETERS 12 INCHES AND SMALLER;

6 INCHES FOR PIPE DIAMETERS LARGER THAN 12 INCHES

EXCEPT WHEN ON UNYIELDING OR UNSTABLE MATERIAL, THEN

AS PER STANDARD SPECIFICATION SUBSECTION 0209, 0303(A), 0310.
DIMENSIONS NOTED ARE AFTER INSTALLATION OF PIPE.

% NATIVE UNDISTURBED SOIL

/// TRENCH BACKFILL (STD. SPEC. 0209, 0310)

\\\{ BEDDING MATERIAL (STD. SPEC. 0209, 0309)

NOTES:

1.

Construction staking shall be in accordance with Tucson

Water’s layout/cut sheet submittal procedures and layout
approved by the inspector prior to issuance of Notice to
Proceed.

Pipes shall be installed in a trench condition in natural
ground. In no case shall pipe be installed with less than

36" of cover during construction.
Bracing and/or sloping shall conform to OSHA requirements.

The minimum pipe cover shall be in accordance with
Standard Specification 0209.0310.

Refer to Standard Specification Section 0209 for gradation
and compaction requirements for backfill material.

Refer to Standard Specification Section 0209 for gradation
and compaction requirements for bedding material.

Refer to Standard Specification Section 0210 for
requirements for detectable pipe locating and marking tape.

Pavement patching shall conform with the requirements of

the Pima County/City of Tucson Standard Details for Public
Improvements, No. 216.
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FINISHED GRADE

—— METALLIC DETECTABLE TAPE SEE STD. SPECIFICATION 0210.

‘ )
-&,f BACKFILL MATERIAL AND COMPACTION MUST MEET
'-1 WITH THE REQUIREMENTS OF THE AUTHORITY THAT
L Al HAS JURISDICTION OVER THE RIGHT—OF—WAY. ALL
2, " BACKFILL MATERIAL SHALL BE SCREENED. ON
B2 PROJECTS WHERE TWO OR MORE AUTHORITIES ARE
3|2 INVOLVED, THE MORE RESTRICTIVE SPECIFICATION
S| == SHALL APPLY AND SHALL COMPLY WITH STANDARD
=8 _ SPECIFICATION 0209.
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BEDDING MATERIAL SHALL COMPLY WITH
T //_ STANDARD SPECIFICATION 0209.
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PIPE
MIN. 4" FOR PIPES 12” OR SMALLER
0.D. MIN. 6" FOR PIPES LARGER THAN 12"
TRENCH WIDTH
MEASURED AT
TOP OF PIPE
SEE NOTE 1
- B

1.

TRENCH WIDTH MEASURED AT THE TOP OF THE PIPE SHALL BE 18" FOR 4" AND 6’
MAINS AND 24 FOR 8" MAINS. TRENCH WIDTH FOR 12" AND LARGER SHALL BE
0.D. + 18’ MIN,, 0.D. + 24" MAX.
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