SEE STANDARD SPECIFCATION
0210 AND SD-309

NOTES:

1. ALL NEW WATERLINES REQUIRE MAGNETIC LOCATOR TAPE, MARKER TAPE AND A

TRACER WIRE. THE TAPE IS TO BE INSTALLED PER SD-115.

THE TRACER

WIRE SHALL BE 12 AWG SOLID UL/UF AND RUN ALONG THE TOP OF THE PIPE,
IN-A CONTINUOUS LENGTH BETWEEN VALVES, AIR RELEASE VALVES, DRAIN
VALVES, MODIFIED DRAIN VALVES, STUB OUTS, AND SERVICE LINES. THE

TRACER WIRE SHALL BE SECURED TO THE PIPE IN INTERVALS OF 10" (MAXIMUM)

WITH WIRE OR TAPE.

2. FOR DIP WATERLINES, TRACER WIRE SHALL BE ATTACHED TO THE OUTSIDE OF

THE POLYETHYLENE ENCASEMENT.

3. THE TRACER WIRE IS TO BE CERTIFIED BY A LICENSED ELECTRICAL CONTRACTOR
OR CORROSION CONTRACTOR FOR CONTINUITY. FINAL ACCEPTANCE WILL NOT BE

GRANTED UNTIL CERTIFICATION IS RECEIVED BY TUCSON WATER.

4.  TRACER WIRE ON POTABLE WATER LINES SHALL BE COLORED BLUE. TRACER

WIRE ON RECLAIMED WATER LINES SHALL BE COLORED PURPLE.

5. SPLICES IN THE TRACER WIRE SHALL BE PERFORMED AS FOLLOWS, OR BY

ANOTHER APPROVED METHOD:

) STRIP THE INSULATION FROM THE WIRE LONG ENOUGH FOR THE
WIRE TO EXTEND APPROXIMATELY %" BEYOND THE END OF THE

COPPER SLEEVE.

o CRIMP THE SLEEVE ON THE WIRE WITH A CRIMPING TOOL A MINIMUM
OF 4 TIMES PRIOR TO BENDING THE WIRE OVER THE SLEEVE.

o CLEAN AND DRY THE EXPOSED SECTION OF THE WIRE SLEEVE.

) WRAP THE CONNECTION WITH VINYL ELECTRICAL TAPE.
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CONNECTION TO IN—LINE VALVES

NOTES:

TRACER WIRE SHALL BE SECURED TO THE RISER AT MAXIMUM
INTERVALS OF 17.

THREAD TRACER WIRES THROUGH }4" HOLES DRILLED IN THE RISER
PIPE 2" TO 4" BELOW THE VALVE BOX. A KNOT SHALL BE TIED IN
THE TRACER WIRE INSIDE THE RISER PIPE AND A 3 COIL OF WIRE
LEFT NEATLY INSIDE THE RISER. THE TRACER WIRE SHALL ENTER
THE RISER PIPE ON THE SAME SIDE AS THE WATER PIPE TO BE
TRACED. TRACER WIRE ENTERING ARV'S SHALL BE LOCATED ON
THE SAME SIDE AS THE PIPE TO BE TRACED.
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MIN 3’ TRACER WIRE

COILED IN BOX.
(ONE WIRE PER
EACH DIRECTIOND

TAPE OR WIRE TIES

@ MAXIMUM
10’ INTERVALS

TRACER WIRECS)

MAIN

NOTES:
THE TRACER WIRE SHALL BE ATTACHED TO THE AIR RELEASE LINE WITH TAPE OR

1.

WIRE TIES AT 1’ INTERVALS.

AR RELEASE VALVE

BOX FOR EACH TRACER WIRE INSTALLED.

A 3 COIL OF WIRE SHALL BE LEFT IN THE METER

TRACER WIRE SHALL BE LOCATED ON THE SAME SIDE OF THE BOX AS THE PIPE

AT

DETAIL NO.

SD-116

2.
TO BE LOCATED. COILED TRACER WIRE SHALL BE PERMANENTLY LABELED WITH A
METALLIC TAG STATING THE DIRECTION (I.E. NORTH, EAST, ETC.) OF THE PIPE TO
BE TRACED.

3. THIS DETAIL APPLIES TO AR RELEASE VALVES IN SD-330 AND SD-331.
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TRACER WIRE IN ACCORDANCE

WITH NOTES

TAPE OR WIRE TIES

@ MAXIMUM
10’ INTERVALS

-~ %

NOTES:

MIN 3’ TRACER WIRE
COILED IN BOX

STANDARD OR MODIFIED DRAIN VALVE ASSEMBLY

1. TYPICAL TRACER WIRE INSTALLATION FOR DRAIN VALVE ASSEMBLY (SD-400) OR
MODIFIED DRAIN VALVE ASSEMBLY (SD—405).

2. THE TRACER WIRE SHALL BE ATTACHED TO THE AIR RELEASE PIPING WITH TAPE

OR WIRE TIES AT 1' INTERVALS.

IN THE METER BOX.

A 3" COIL OF WIRE SHALL BE PLACED NEATLY
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