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PER SD-700
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CORROSION TEST STATION
DARK BLUE (POTABLE) OR
PURPLE (RECLAIMED)

EMBOSSED SELF ADHERING LABEL WITH
TUCSON WATER PLAN NUMBER (PN 100-99)
AND STATION NUMBER (STA. 010+00).
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SEE SD-705, SHEET 2

12" to 16" SLACK (TYP.)
CONDUIT SHALL BE DARK BLUE

POTABLE) OR PURPLE
RECLAIMED).
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CONDUIT SHALL BE 3’ ¢
POLYETHYLENE AND
FILLED WITH 27'-33" OF
1/4 PEA GRAVEL

MINIMUM 90% COMPACTION
/ FINISH GRADE
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N COLORED TAPE @ MAXIMUM 4"
>/INTERVALS (TYP.)
’/

/GROUND ANCHOR

#6 HMW/PE
STRANDED COPPER
CONDUCTOR

#10 HMW/PE
STRANDED COPPER

CONDUCTOR TEST LEADS

ISSUED:

/ COLORED TAPE @ MAXIMUM 3’ INTERVALS (TYP.)

A

MATERIALS

®

TEST STATION: LITTLE FINK™ OR BIG FIN@ BY

COTT MANUFACTURING

HARDWARE (I.E. MACHINE SCREWS, WASHERS, HEX NUTS):
MARINE BRASS NICKEL PLATED

CONDUIT: ULTRA-VIOLET STABILIZED POLYETHYLENE, PRECUT IN
5 FOOT LENGTHS WITH ANCHOR AND ACCESS HOLES FOR WIRES

EACH TEST STATION CONSISTS OF A COVER, A TERMINAL

BOARD WITH INTEGRAL COMPRESSION FIT BASE, A COMPRESSION
NUT FOR CLAMPING THE BASE TO THE CONDUIT, AND COMPLETE
HARDWARE.

LEADS COMING FROM SOURCES OF DIFFERENT POTENTIALS SHALL
BE LOCATED ON OPPOSING SIDES OF THE TERMINAL BOARD TO
PREVENT SHORTING OUT. TEST STATIONS WITH LEADS FROM THREE
OR MORE DIFFERENT POTENTIALS SHALL BE SPACED AS FAR AS
POSSIBLE ON THE TERMINAL BOARD AND WILL UTILIZE A BIG FINK®
CTS OR A TYPE B CTS WITH A SERIES 2000 TEST STATION.

HEX NUTS SHALL BE TIGHTENED SO THAT NEITHER THE MACHINE
SCREW OR ALUMINUM COMPRESSION CONNECTOR ARE MOVEABLE
BY HAND.
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CORROSION TEST STATION
DARK BLUE (POTABLE) OR
PURPLE (RECLAIMED)

EMBOSSED SELF ADHERING LABEL WITH
TUCSON WATER PLAN NUMBER (PN 100-99)
AND STATION NUMBER (STA. 010+00).

)

N

SEE SD-705, SHEET 2

12" to 16" SLACK (TYP.)
CONDUIT SHALL BE DARK BLUE

POTABLE) OR PURPLE
RECLAIMED).
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CONDUIT SHALL BE 3" @ (SERIES 100) OR
4" ¢ (SERIES 700 OR 2000) GALVANIZED

STEEL AND FILLED WITH 27°-33" OF 1/4"
PEA GRAVEL

MINIMUM 90% COMPACTION
/ FINISH GRADE

COLORED TAPE @ MAXIMUM 4
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/GROUND ANCHOR
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#6 HMW/PE
STRANDED COPPER
CONDUCTOR

#10 HMW/PE
STRANDED COPPER

CONDUCTOR TEST LEADS

/ COLORED TAPE @ MAXIMUM 3’ INTERVALS (TYP.)

A

ISSUED:

MATERIALS

TEST STATION: TESTOX OR SERIES 100, 700 OR 2000 BY GEROME

HARDWARE (I.E. MACHINE SCREWS, WASHERS, HEX NUTS): MARINE
BRASS NICKEL PLATED

CONDUIT: 3° ¢ (SERIES 100) OR 4" ¢ (SERIES 700 OR 2000)
GALVANIZED STEEL POST PRECUT IN 5 FOOT LENGTHS.

EACH COMPLETE CORROSION TEST STATION SHALL CONSIST OF A
POST MOUNTED TEST STATION WITH A TERMINAL BOARD ATTACHED TO
THE CONDUIT, TEST STATION COVER AND ALL HARDWARE REQUIRED
FOR INSTALLATION AND OPERATION.

TYPE 1 (SD-710) SHALL USE SERIES 100 TEST STATIONS.

LEADS COMING FROM SOURCES OF DIFFERENT POTENTIALS SHALL BE
LOCATED ON OPPOSING SIDES OF THE TERMINAL BOARD TO PREVENT
SHORTING QUT. TEST STATIONS WITH LEADS FROM THREE OR MORE
DIFFERENT POTENTIALS SHALL BE SPACED AS FAR AS POSSIBLE ON
THE TERMINAL BOARD AND WILL UTILIZE THE SERIES 2000 TEST
STATION.

HEX NUTS SHALL BE TIGHTENED SO THAT NEITHER THE MACHINE
SCREW OR ALUMINUM COMPRESSION CONNECTOR ARE MOVEABLE
BY HAND.

STANDARD DETAIL DETAIL NO.
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